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© FEEDING SYSTEMS

Nutra Ez Pan

Flood Feed Position

Nutra Ez Pan

Innovation

Single Stage Pan with
Two Stage Pan Performance

Two-Stage pan performance inside one complete feeder is
the idea behind Hired-Hand's revolutionary Nutra Ez Pan
Feeding System. The Nutra Ez Pan feeder represents a unique
concept in the poultry industry, using one feeder to take
birds from day old through adult without additional feed
saving ring. The Nutra Ez Pan feeder starts on the house
floor, presenting a lip height of 2.5” (6.50 cm), the average
height of traditional “chick lids”. As the birds grow and the
feed line is raised, the Nutra Ez Pan suspend the feeder line

1 cm every 3 days after first 8 days brooding. The higher wall
and feed saver lip prevent waste from raking and billout.

NOTE :

After first 8 days brooding, suspend
the feeder line 1 cm every 3 days.

winch up position
give minimum feed

The design of High & Low concept level
window gives maximum flood feed

when it is seated on the floor. The

shallow pan is designed with a

saving lip of anti feed waste to

allow day old chicks to access the

feed easily

Non Flood Minimum Feed Position

position
give maximum
flood feed

When the feeder is winched up

above the floor, the flood feed

-

window will shut off and minimize 25"

the feed to flow through the

saving aring.
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winch down floor

Sens-O-Matic Il

Sens-O-Matic II, Hired-Hand's electronic feed hopper
switch eliminates the problems that have always
been associated with standard hopper switches. No
more replacing mechanical switchers, no more
adjusting hopper switches and no more dry hoppers!
The Sens-O-Matic is available in two models -

120 volt, 1/3-3/4 hp and 240 volt, 1/2-1 hp.

Features:

- Reduces electrical usage

- Saves motor life - no more
short cycles

- Senses feed 1" from switch

- Sealed control

- No mechanical parts to
corrode or malfunction

- Fits existing mechanical
feed switch

- Available in two models

O WATERING

Water-O-Matic Watering Systems

Hired-Hand'’s nipple drinker system includes the 360° side-to-side nipple valve toggle
action, plus an increased flow rate with vertical lift action. All stainless steel body
construction incorporate with SS ball, lower and upper pin for better water flow control,

giving longer life and a more precise flow rate.

160

140

120

i
!
!
!
!
!
!
!
!
!
!
!
!
!
!
!
!
i
e

al---------

8" 10” 127 147
INCHES OF WATER COLUMN@ 70-73 degrees

]

N
<

N

I

2

SS
Threaded|

Flushing of the Hired-Hand Watering System
requires NO EXTRA PLUMBING AND VALVES.
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O FEED SYSTEMS

Feed Storage, Delivery and Management Systems

Bulk Feed Tanks

Hired-Hand is a division of The GSI Group, LLC., the world’s largest manufacturer of corrugated, galvanized
steel storage tanks. Therefore, you can be assured every component is made from the finest raw materials
available and is manufactured by skilled professionals who have years of experience. Whatever the project,

Hired-Hand has variety of bin sizes to fit your specific needs.

Bulk Feed Tank Models:

Part Number

Maximum Capacity

Overall Height

Diameter Diameter Angle of Cubic  Cubic U.S. Metric
Model Feet Meters Hogpper Bushels Feet Meters Tons  Tons Feet Meters
BFT 6 1.83 1 60° 111 137.99 3.9 276 250 107" 3.25
BFT 6 1.83 2 60° 171 21260 6.0 4.25 3.86 133" 4.06
BFT 6 1.83 3 60° 231 287.20 8.1 5.74 5.21 15'10" 4.85
BFT 6 1.83 4 60° 291 361.80 10.2 7.24 656 187" 5.69
BFT 7 2.13 1 67° 185 230.09 6.5 460 4.17 13'6" 4.12
BFT 7 2.13 2 67° 266 331.63 9.4 6.63 6.02 162" 4.93
BFT 7 2.13 3 67° 348 433.17 123 866 7.86 189" 5.75
BFT 7 2.13 4 67° 430 53472 151 10.69 9.70 21'6" 6.56
BFT 7 2.13 5 67° 511 636.26 18.0 12.73 11.54 242" 7.37
BFT 7 2.13 6 67° 593 737.81 209 1476 13.39 26'10" 8.18
BFT 9 2.75 1 60° 308 383.02 10.8 7.69 6.96 14'0" 4.30
BFT 9 2.75 2 60° 443 551.75 156 11.04 10.01 169" 5.1
BFT 9 2.75 3 60° 578 719.62 204 1439 13.06 195" 5.92
BFT 9 2.75 4 60° 713 887.48 251 17.75 16.10 221" 6.74
BFT 9 2.75 5 60° 848 1055.34 299 21.11 19.15 24'8" 7.55
BFT 9 2.75 6 60° 983 1223.21 34.6 2446 22.19 275" 8.36
BFT 12 3.65 2 60° 923 1109.27 31.4 2496 22.64 206" 6.25
BFT 12 3.65 3 60° 1175 1407.69 39.9 31.67 28.73 232" 7.06
BFT 12 3.65 4 60° 1427 1706.12 48.3 3839 34.82 25'10" 7.87
BFT 12 3.65 5 60° 1679 2004.54 56.8 45.10 40.91 286" 8.69
BFT 12 3.65 6 60° 1931 2302.96 65.2 51.82 47.00 312" 9.50
BFT 12 3.65 7 60° 2184 2602.24 73.7 5856 53.12 330" 10.31

Feed Manager Feed Inventory System
Hired-Hand'’s all new Feed Manager (FM-4) has changed the way a grower
manages feed inventories. A feed level management system much less
costly than Load Cell Systems has finally arrived. This stand alone feed
management controller can interface with up to 4 ultra-sonic feed sensors
that each have the ability to monitor feed level as well as capacity. Several
key features set the Feed Manager apart from any other feed system on
the market including a low capacity alarm that will sound if feed level
reaches a user-defined low limit. In addition, a user-friendly visual interface
and 2 inputs for monitoring of cross-fill run times makes it clear that
Hired-Hand is setting new standards in feed level management.

Features:

- Monitors up to 4 ultrasonic feed level sensors to track feed inventory
- Contains minimum feed capacity alarm to warn of feed shortages
- Contains maximum fill time alarm to protect against feed spills

- Monitors up to 2 current sensors for tracking auger runtimes

- PC compatibility allows units to be monitored via HHnet

- Displays feed level and feed capacity

- Unit monitors up to 2 buildings

- Compatible with all feed bins

- Intuitive graphical interface

- English or metric units

- 120/240 vac 50/60 Hz

- Patent pending

UltraSonic
Feed Sensors Features:

- Allows an inexpensive alternative to Load Cell
Systems

- Interfaces to Evolution 3000/3001 or the FM-4

- Measures feed levels in bins up to 30’ tall

- Mounts to all manufacturer’s bins

- No calibration required

- Reliable operation

- Easy installation

- Patent pending

Flex-Flo™ Systems

Hired-Hand offers four Flex-Flo models with capacities ranging from 15 lbs. to

220 Ibs./minute (6.8kg to 99.8kg/min.). Whether it's ground feed, crumble feed, mash,
high moisture corn, shelled corn or pellets, Hired-Hand has the equipment to handle it.
For corn with up to 27% moisture and other hard to flow materials, Hired-Hand also
offers a Flex-Flo™ High Roughage system which incorporates a special combination of
a 3” (75mm) auger in a 3-1/2” (90mm) tube to reduce plugging.

Model Model Model Model Model
Flex-Flo Models 220 300 350 500 _ HR
Tube Outside Diameter 2.25" 3" 3.5 5" 3.5
Tube Outside Diameter (mm) 55 75 90 125 90
Tube Corner Radius 5710’ 5’ 5’ 6’ 5’
Tube Corner Radius (m) 3.05 1.83 1.83 1.83 1.83
Max. Single System Length with Three 250° 200" 150° *150° 150’
Elbows
Max. Single System Length (m) with Three 762 6096 45.72 *4572 45.72
Elbows
Recommended Motor Sizes at Max. Length

.5 1 1 1.5 1

(Horsepower)

Capacity (Lbs./Minute at 40 Lbs. per Cu. Ft.) 15 50 100 220 50
Capacity (Lbs./Minute at 640 kg. per Cu. m) 480 1360 2722 5988 1360
Extension Length (Motor End of First System) 3000 235 185 *185' 185
w/o Elbows

Extension Length (Motor End of First System)
(m) w/o Elbows

* For High Moisture Corn Reduce System Length by 50%

92 72 56 *56 56

Model 220
(2.20”/55mm)
Model 300
(2.95"/75mm)
Model 350
Straight Boot 30° Drop Boot (3.5"/90mm)
Model 500
(5"/125mm)

Twin Boot






